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Easy to use, cost-effective and featuring a large range of gases and 
accessories, the gas detection tube system can be the ideal solution  
for many applications. The gas detector tubes are mainly composed by  
5 categories:

The colorimetric gas detector tubes, with the use of a manual 
sampling pump, allow instant measures of the gas concentra-
tions. With more than 500 gases and numerous different measu-
ring ranges, they are the ideal solution for many applications to 
accurately measure the presence of toxic or asphyxiating gases 
or vapors.

The dosimetric tubes or dosi-tubes are excellent units to measure 
the concentrations of toxic gases on an average exposure dura-
tion. Thanks to this simple and cost-effective system, it becomes 
easy to get the daily concentrations of gases and to evaluate the 
working place by comparing them with the recommended expo-
sure limits.

The GSP-300 gas sampling pump is an automatic aspiration pump 
which is particularly required to get very accurate measures of 
the gases to detect. The automatic stop function can be confi-
gured in order to stop the sampling after a determined elapsed-
time or after a certain aspirated volume.

The Pyrotec 840 pyrolyzer in association with the manual pump 
Gastec GAS100S - thermally converts the fluorochlorocarbons 
(many freons like the R11, R12, R22, R112, R113, R114, R123, 
R124, R141B, R225...), the halogenated hyrdocarbons and some 
anaesthetic gases into gases in order to measure them easily.

The Airtec tubes allow anyone to simply, quickly, and quantitati-
vely measure the quality of their compressed breathing air (cylin-
ders or airline system). Easy to use, the Airtec tube is an accu-
rate and precise method for detecting CO, CO2, Water vapour, 
Nitrogen oxides and Oil mist.

http://www.gas-detect.com
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Gastec detector tubes are of the highest quality for analysing a wide
variety of over 400 gases, vapours and ground substances accurately

Colorimetric detector tube system

The ability to measure for over 400 different gases with an easy 
to use pump has made Gastec the detector of choice for so many 
worker’s around the world. Whether for a routine inspection 
or a HazMat emergency, you can count on the Gastec line of 
Detector Tubes to precisely identify and measure your particular 
gas or vapour.

Advantages:
Accurate: the patented gas sampling pumps offer smooth, precise 
measurements with no risk of partial samples.
Quick: pre-calibrated, direct-read detector tubes offer distinct 
lines of demarcation for easier viewing.
Simple: require no interpretation, dual scales, or color charts.
Easy-to-use: With multiple detection limits for many chemicals 
the tubes can measure even trace levels of contaminants.

e  INSERT
Break off the both ends of the detector tube 
by using the built-in diamond tip breaker. 
Confirm the pump handle is fully pushed in.
Then insert the detector tube into the 
rubber inlet towards the gas sampling 
pump.

r  PULL
Align the guide marks on the pump shaft 
red 100 or 50 mL, and pull out the handle 
until it is locked. Wait until the sampling 
time has elapsed.
With an easy-to-see flow finish indicator, 
the operator is assured that the sampling 
is complete.

t  READ
The colour of the detector tube changes as 
the gas is drawn in.
Wait the required sampling time and 
read the measurement at the end of the 
coloured layer.
That’s all !

INTRODUCTION

THREE STEP MEASUREMENT
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Colorimetric tubes
Gas List: A/A

(1,1-DiEthyl Bromide) 8 - 70 ppm GAS136L Methyl Bromide 2
(1,2-Dibromoethane) 6 - 50 ppm GAS136L Methyl Bromide 2
1,3-Pedadiene 42.5 - 850 ppm GAS174L 1,3-Butadiene 4
1,4-Dioxane 0.1 - 6 %/vol. GAS163 Ethylene Oxide 1
2-Methoxy-2-Propanol 15.2 - 152 ppm GAS113LL Isopropyl Alcohol 2
4-Methyl Pyridine 0.38 - 10.5 ppm GAS182 Pyridine 1
Acetaldehyde 300 - 750 ppm GAS92 Acetaldehyde 1

10 - 300 ppm GAS92M Acetaldehyde 2
5 - 10 ppm GAS92L Acetaldehyde 4

Acetic Acid 50 - 100 ppm GAS81 Acetic Acid  1/2
2 - 50 ppm GAS81 Acetic Acid 1
1 - 2 ppm GAS81 Acetic Acid 2
10 - 25 ppm GAS81L Acetic Acid  1/2
0.25 - 10 ppm GAS81L Acetic Acid 1
0.125 - 0.25 ppm GAS81L Acetic Acid 2

Acetic Anhydride 0.6 - 15 ppm GAS81 Acetic Acid 1
0.15 - b6 ppm GAS81L Acetic Acid 1

Acetone 0.8 - 2  %/vol. GAS151 Acetone 1
0.05 - 0.8  %/vol. GAS151 Acetone 2
4000 - 12000 ppm GAS151L Acetone 1
50 - 4000  ppm GAS151L Acetone 2

Acetone Cyanohydrine 2.88 - 69 ppm GAS12L Hydrogen Cyanide 1
Acetylene 2 - 4  %/vol. GAS171 Acetylene  1/2

0.1 - 2  %/vol. GAS171 Acetylene 1
0.05 - 0.1 %/vol. GAS171 Acetylene 2
1.8 - 3.6  %/vol. GAS103 Hydrocarbons (Lower Class)  1/2
0.15 - 1.8 %/vol. GAS103 Hydrocarbons (Lower Class) 1
0.075 - 0.15 %/vol. GAS103 Hydrocarbons (Lower Class) 2
32.5 - 1040 ppm GAS172 Ethylene 1

Acid Gases 40 - 80 ppm GAS80 Acid Gases 1
2 - 40 ppm GAS80 Acid Gases 2
1 - 2 ppm GAS80 Acid Gases 4

Acrolein 10 - 800 ppm GAS93 Acrolein 2
3.3 - 10 ppm GAS93 Acrolein 4

Acrylic Acid 2 - 50 ppm GAS81 Acetic Acid 1
0.45 - 18 ppm GAS81L Acetic Acid 1

Acrylonitrile 120 - 360 ppm GAS191 Acrylonitrile 1
5 - 120 ppm GAS191 Acrylonitrile 2
2 - 50 ppm GAS191 Acrylonitrile 4
6 - 18 ppm GAS191L Acrylonitrile 1
0.2 - 6 ppm GAS191L Acrylonitrile 2
0.1 - 0.2 ppm GAS191L Acrylonitrile 4
0.06 - 1.44 %/vol. GAS102L Hexane 1

Allyl amine 8.5 - 170 ppm GAS180 Amines 1
0.4 - 8 ppm GAS180L Amines 1

Allyl Chloride 0.1 - 3.4 %/vol. GAS101L Gasole  1/2

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes



Phone  +33 (0)1 64 09 35 16  •  Fax  +33 (0)1 60 66 15 87  •  contact@gazdetect.com
G a z D e t e c t   :   Z A E   •   3 ,  r u e  d e s  F o s s é s   •   7 7 2 4 0  V E R T  S A I N T  D E N I S  ( F r a n c e )

Non-contractual document. © Any reproduction, in whole or in part,  by whatsoever process, is only permitted with Gazdetect approval.

�
Visit us: 

www.gas-detect.com

Your safety day by day.

Allyl Chloride 3.2 - 48 ppm GAS131L Vinyl Chloride 2
Allyl isothiocyanate 5 - 200 ppm GAS149 Methyl Methacrylate 2
Amines 5 - 100 ppm GAS180 Amines 1

0.5 - 10 ppm GAS180L Amines 1
Ammonia 16 - 32 %/vol. GAS3H Ammonia  1/2

1 - 16 %/vol. GAS3H Ammonia 1
0.2 - 1 %/vol. GAS3H Ammonia 2 to 5
1.6 - 3.52 %/vol. GAS3HM Ammonia  1/2
0.05 - 1.6 %/vol. GAS3HM Ammonia 1
500 - 1000 ppm GAS3M Ammonia  1/2
50 - 500 ppm GAS3M Ammonia 1
10 - 50 ppm GAS3M Ammonia 2 à 5
100 - 200 ppm GAS3LA Ammonia  1/2
5 - 100 ppm GAS3LA Ammonia 1
2.5 - 5 ppm GAS3LA Ammonia 2
30 - 78 ppm GAS3M Ammonia  1/2
1 - 30 ppm GAS3M Ammonia 1
0.5 - 10 ppm GAS3M Ammonia 2
1.5 - 30 ppm GAS180 Amines 1

Amyl Acetate 10 - 200 ppm GAS147 Amyl Acetate 2
Aniline 30 - 60 ppm GAS181 Aniline 2

2.5 - 30 ppm GAS182 Aniline 3
1.25 - 2.5 ppm GAS183 Aniline 5

Aromatic Hydrocarbons 100 - 200 ppm GAS120 Aromatic Hydrocarbons  1/2
2 - 100 ppm GAS121 Aromatic Hydrocarbons 1
0.4 - 2 ppm GAS122 Aromatic Hydrocarbons 2 to 5

Arsine 2.4 - 10 ppm GAS19LA Arsine 1
1.5 - 2.4 ppm GAS19LA Arsine 3
0.1 - 1.5 ppm GAS19LA Arsine 5
0.04 - 0.1 ppm GAS19LA Arsine 10

Benzaldehyde 4 - 92 ppm GAS91L Formaldehyde 1
Benzene 120 - 312 ppm GAS121S Benzene 1

5 - 120 ppm GAS121S Benzene 2
2 - 50 ppm GAS121S Benzene 4
60 - 120 ppm GAS121 Benzene 1
5 - 60 ppm GAS121 Benzene 2
2.5 - 5 ppm GAS121 Benzene 4
20 - 100 ppm GAS121SL Benzene 1
1 - 20 ppm GAS121SL Benzene 5
10 - 65 ppm GAS121L Benzene 1
0.1 - 10 ppm GAS121L Benzene 5
20 - 66 ppm GAS121SP Benzene 1
0.2 - 20 ppm GAS121SP Benzene 3
0.03 - 0.6 %/vol. GAS171 Benzene 4

Benzyl Bromide 10 - 100 ppm GAS136L Methyl Bromide 1
Benzyl Chloride 1.6 - 20 %/vol. GAS132L Trichloroethylene 2

Colorimetric tubes
Gas List: A/B

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Boron Trichloride 0.5 - 20 ppm GAS12L Hydrogen Cyanide 2
Bromine 0.05 - 8 ppm GAS8LA Chlorine 4
Bromoform 1 - 50 ppm GAS136L Methyl Bromide 1
Butadiene 50 - 800 ppm GAS174 1,3-Butadiene 1

5 - 100 ppm GAS174L 1,3-Butadiene 4
2.5 - 5 ppm GAS174L 1,3-Butadiene 8
0.5 - 5 ppm GAS174LL 1,3-Butadiene 1

Butane 25 - 1400 ppm GAS104 Butane 1
0.84 - 1.68 %/vol. GAS103 Hydrocarbons (Higher Class)  1/2
0.07 - 0.84 %/vol. GAS104 Hydrocarbons (Higher Class) 1
0.035 - 0.07 %/vol. GAS105 Hydrocarbons (Higher Class) 2

Butanol 10 - 150 ppm GAS114 1-Butanol 3
5-150 ppm GAS115 2-Butanol 3

Butyl Acetate 0.05 - 8 %/vol. GAS142 Butyl Acetate 2
10 - 300 ppm GAS142L Butyl Acetate 2

Butyl Acrylate 7 - 210 ppm GAS142L Butyl Acetate 2
Butyl Mercaptan 6.4 - 12.8 ppm GAS70L Mercaptans  1/2

0.8 - 6.4 ppm GAS70L Mercaptans 1
0.32 - 0.8 ppm GAS70L Mercaptans 2
0.16 - 0.32 ppm GAS70L Mercaptans 4

Butylamine 8 - 160 ppm GAS180 Amines 1
0.55 - 11 ppm GAS180L Amines 1

Butyric Acid 0.325 - 13 ppm GAS81L Acetic Acid 1
Butyronitrile 6 - 180 ppm GAS191L Acrylonitrile 1
Carbon Dioxide 5 - 40  %/vol. GAS2HH Carbon Dioxide  1/2

2.5 - 5  %/vol. GAS2HH Carbon Dioxide 1
10 - 20  %/vol. GAS2HH Carbon Dioxide  1/2
1 - 10  %/vol. GAS2HH Carbon Dioxide 1
0.5 - 1  %/vol. GAS2HH Carbon Dioxide 2
3 - 6  %/vol. GAS2L Carbon Dioxide  1/2
0.25 - 3  %/vol. GAS2L Carbon Dioxide 1
0.13 - 0.25  %/vol. GAS2L Carbon Dioxide 2
300 - 5000  ppm GAS2LL Carbon Dioxide 1
2000 - 4000 ppm GAS2LC Carbon Dioxide  1/2
100 - 2000 ppm GAS2LC Carbon Dioxide 1

Carbon Disulphide 1600 - 4000 ppm GAS13M Carbon Disulphide  1/2
50 - 1600 ppm GAS13M Carbon Disulphide 1
20 - 50 ppm GAS13M Carbon Disulphide 2
50 - 100 ppm GAS13 Carbon Disulphide  1/2
2.5 - 50 ppm GAS14 Carbon Disulphide 1
1.25 - 2.5 ppm GAS15 Carbon Disulphide 2
0.63 - 1.25 ppm GAS16 Carbon Disulphide 4
3.0 - 8.1 ppm GAS13L Carbon Disulphide 1
0.1 - 3.0 ppm GAS13L Carbon Disulphide 2

Carbon Monoxide 2 - 50  %/vol. GAS1HH Carbon Monoxide  1/2
1 - 2  %/vol. GAS1HH Carbon Monoxide 1

Colorimetric tubes
Gas List: B/C

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Carbon Monoxide 5 - 10  %/vol. GAS1H Carbon Monoxide  1/2
0.2 - 5  %/vol. GAS1H Carbon Monoxide 1
0.1 - 0.2  %/vol. GAS1H Carbon Monoxide 2
2 - 4  %/vol. GAS1M Carbon Monoxide  1/2
0.1 - 2  %/vol. GAS1M Carbon Monoxide 1
0.05 - 0.1 %/vol. GAS1M Carbon Monoxide 2
1000 - 2000 ppm GAS1LM Carbon Monoxide  1/2
50 - 1000 ppm GAS1LM Carbon Monoxide 1
25 - 50 ppm GAS1LM Carbon Monoxide 2
1000 - 2000 ppm GAS1L Carbon Monoxide  1/2
25 - 1000 ppm GAS1L Carbon Monoxide 1
2.5 - 25 ppm GAS1L Carbon Monoxide 2 à 10
500 - 1000 ppm GAS1LA Carbon Monoxide  1/2
25 - 500 ppm GAS1LA Carbon Monoxide 1
12.5 - 25 ppm GAS1LA Carbon Monoxide 2
8 - 12.5 ppm GAS1LA Carbon Monoxide 3
300 - 600 ppm GAS1LK Carbon Monoxide In Hydrogen  1/2
100 - 300 ppm GAS1LK Carbon Monoxide In Hydrogen 1
5 - 100 ppm GAS1LK Carbon Monoxide In Hydrogen 3
5 - 100 ppm GAS1LKC Carbon Monoxide In Hydrogen  with 

Hydrocarbons
3

5 - 50 ppm GAS1LL Carbon Monoxide 2
1 - 30 ppm GAS1LC Carbon Monoxide 1

Carbon Tetrachloride 2.5 - 60 ppm GAS134 Carbon Tetrachloride 1
0.5 - 2.5 ppm GAS134 Carbon Tetrachloride 2 à 5
5 - 12 ppm GAS134L Carbon Tetrachloride 1
0.25 - 5 ppm GAS134L Carbon Tetrachloride 2

Carbonyl Sulphide 100 - 200 ppm GAS21 Carbonyl Sulphide  1/2
10 - 100 ppm GAS22 Carbonyl Sulphide 1
5 - 10 ppm GAS23 Carbonyl Sulphide 2
50 - 125 ppm GAS21LA Carbonyl Sulphide  1/2
5 - 50 ppm GAS21LA Carbonyl Sulphide 1
2 - 5 ppm GAS21LA Carbonyl Sulphide 2

Chlorine 0.5 - 10  %/vol. GAS8HH Chlorine  1/2
0.25 - 0.5  %/vol. GAS8HH Chlorine 1
500 - 1000 ppm GAS8H Chlorine  1/2
50 - 500 ppm GAS8H Chlorine 1
25 - 50 ppm GAS8H Chlorine 2
8 - 16 ppm GAS8LA Chlorine  1/2
0.5 - 8 ppm GAS8LA Chlorine 1
0.1 - 0.5 ppm GAS8LA Chlorine 2 to 5
1 - 2 ppm GAS8LL Chlorine  1/2
0.05 - 1 ppm GAS8LL Chlorine 1
0.025 - 0.05 ppm GAS8LL Chlorine 2
0.7 - 14 ppm GAS80 Acid Gases 2

Chlorine Dioxide 5 - 10 ppm GAS23M Chlorine Dioxide  1/2

Colorimetric tubes
Gas List: C/C

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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0.5 - 5 ppm GAS23M Chlorine Dioxide 1
0.1 - 0.5 ppm GAS23M Chlorine Dioxide 2 to 5
0.6 - 1.2 ppm GAS23L Chlorine Dioxide  1/2
0.05 - 0.6 ppm GAS23L Chlorine Dioxide 1
0.025 - 0.05 ppm GAS23L Chlorine Dioxide 2
25 - 250 ppm GAS8H Chlorine 1
0.3 - 4.8 ppm GAS8LA Chlorine 1

Chlorobenzene 200 - 500 ppm GAS126 Chlorobenzene  1/2
5 - 200 ppm GAS126 Chlorobenzene 1
2 - 5 ppm GAS126 Chlorobenzene 2
10 - 43 ppm GAS126L Chlorobenzene 1
0.5 - 10 ppm GAS126L Chlorobenzene 3

Chlorobromomethane 22 - 110 ppm GAS135 1.1-Trichloroethane 1
18 - 270 ppm GAS136H Methyl Bromide 1
11 - 110 ppm GAS136L Methyl Bromide 1
0.7 - 12.6 ppm GAS136LA Methyl Bromide 2

ChloroCyclohexane 50 - 1200 ppm GAS102L Hexane 2
Chloroform 100 - 400 ppm GAS137 Chloroform 3

10 - 100 ppm GAS137 Chloroform 5
4 - 10 ppm GAS137 Chloroform 7
12 - 30 ppm GAS137LA Chloroform 1
2 - 12 ppm GAS137LA Chloroform 2
0.5 - 2 ppm GAS137LA Chloroform 4
0.3 - 4.5 ppm GAS137LL Chloroform 4

Chloropicrin 2.5 - 60  ppm GAS134 Carbon Tetrachloride 1
Cresol (m-Cresol) 1 - 25 ppm GAS61 0-Cresol 2

25 - 62.5 ppm GAS61 0-Cresol 1
1 - 25 ppm GAS61 0-Cresol 2

Cresol (n-Cresol) 1 - 25 ppm GAS61 0-Cresol 2
Cresol (o-Cresol) 0.4 - 1 ppm GAS61 0-Cresol 4
Cumene 2 - 100 ppm GAS122L Toluene 2
Cyclohexane 0.6 - 1.2 %/vol. GAS102H Hexane  1/2

0.03 - 0.6  %/vol. GAS102H Hexane 1
0.015 - 0.03  %/vol. GAS102H Hexane 2
60 - 1440 ppm GAS102L Hexane 1

Cyclohexanol 5 - 100 ppm GAS118 Cyclohexanol 2
Cyclohexanone 30 - 75 ppm GAS154 Cyclohexanone 2

2 - 30 ppm GAS155 Cyclohexanone 4
10 - 470 ppm GAS91L Formaldehyde  1/2

Cyclohexene 0.05 - 0.8  %/vol. GAS151 Acetone 1
Cyclohexylamine 7 - 140 ppm GAS180 Amines 1

0.5 - 10 ppm GAS180L Amines 1
Cymene 2.5 - 100 ppm GAS141L Cyclohexanone 2
Decane (n-Decane) 400 - 6000 ppm GAS105 Hydrocarbons Higher Class 1

200 - 400 ppm GAS106 Hydrocarbons Higher Class 2
Diacetone Alcohol 2.5 - 100 ppm GAS154 Cyclohexanone 2

Colorimetric tubes
Gas List: C/D

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Diacetyl 25 - 1500 ppm GAS92 Acetaldehyde 3
Diborane 2 - 5 ppm GAS22 Diborane 1

0.05 - 2 ppm GAS23 Diborane 2
0.02 - 0.05 ppm GAS24 Diborane 5

Dibutylamine 5 - 100 ppm GAS180 Amines 1
0.4 - 8 ppm GAS180L Amines 1

Dichlorobenzene (m-Dichlorobenzene) 2.5 - 300 ppm GAS127 m-Dichlorobenzene 2
Dichlorobenzene (o-Dichlorobenzene) 2.5 - 302 ppm GAS127 o-Dichlorobenzene 2
Dichlorobenzene (p-Dichlorobenzene) 2.5 - 304 ppm GAS127 p-Dichlorobenzene 2
Dichloroethylene 90 - 4500 ppm GAS135 1,1,1-Trichloroethane 1

400 - 2000 ppm GAS135 1,1,1-Trichloroethane 1
104 - 1040 ppm GAS135L 1,1,1-Trichloroethane 1
100 - 250 ppm GAS139 1,2-DichloroEthylene  1/2
10 - 100 ppm GAS140 1,2-DichloroEthylene 1
5 - 10 ppm GAS141 1,2-DichloroEthylene 2
80 - 800 ppm GAS132HA Trichloroethylene 1
0.375 - 6 ppm GAS132LL Trichloroethylene 1

Dichloropropane (1,2-Dichloropropane) 40 - 800 ppm GAS131LA Vinyl Chloride 2
Dichloropropene 45 - 450 ppm GAS132H Trichloroethylene 2

0.5 - 10 ppm GAS131LA Vinyl Chloride 2
Didromoethane 14 - 210 ppm GAS136H Methyl Bromide 1

8 - 80 ppm GAS136L Methyl Bromide 1
7 - 70 ppm GAS136L Methyl Bromide 1

Diethyl Benzene 2 - 150 ppm GAS122L Toluene 4
Diethylamine 5.5 - 110 ppm GAS180 Amines 1

0.45 - 9 ppm GAS180L Amines 1
Diethylaminoethanol 0.6 - 12 ppm GAS180L Amines 1
Diethylenetriamine 0.95 - 19 ppm GAS180L Amines 1
Diethylethanolamine 6 - 120 ppm GAS180 Amines 1
Diisobutyl ketone 0.2 - 1  %/vol. GAS102L Hexane 2

0.58 - 29 ppm GAS91L Formaldehyde 4
Diisobutylene 45 - 540 ppm GAS121 Benzene 1
Diisopropyl Benzene 10 - 400 ppm GAS141L Ethyl Acetate  1/2
Diisopropylamine 5 - 100 ppm GAS180 Amines 1

0.3 - 6 ppm GAS180L Amines 1
Dimethyl Sulphide 1 - 15 mg/m3 GAS77 Dimethyl Sulphide 1
Dimethylacetamide 60 - 240 ppm GAS184 N,N,Dimethylacetamide 1

5 - 60 ppm GAS184 N,N,Dimethylacetamide 2
1.5 - 5 ppm GAS184 N,N,Dimethylacetamide 4

Dimethylamine 1.2 - 19.2  %/vol. GAS3H Ammonia 1
5.5 - 110 ppm GAS180 Amines 1
0.45 - 9 ppm GAS180L Amines 1

Dimethylaminoethanol 0.65 - 13 ppm GAS180L Amines 1
Dimethylaminopropylamine 8 - 160 ppm GAS180 Amines 1

0.6 - 12 ppm GAS180L Amines 2
Dimethylaniline (n,n-Dimethylaniline) 2.5 - 30 ppm GAS181 Aniline 3

Colorimetric tubes
Gas List: D/D

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Dimethylethanolamine 6.5 - 130 ppm GAS180 Amines 1
0.65 - 13 ppm GAS180L Amines 2

Dimethylethylamine 4 - 80 ppm GAS180 Amines 1
Dimethylformamide (n,n-Dimethylformamide) 30 - 90 ppm GAS183 Dimethylformamide  1/2

2 - 30 ppm GAS184 Dimethylformamide 1
0.8 - 2  %/vol. GAS185 Dimethylformamide 2

Dimethylhydrazine 0.1 - 2  %/vol. GAS185 Hydrazine 5
Dioxane 25 - 1400 ppm GAS159 Tetrahydrofurane 2
Dipropylamine 4 - 80 ppm GAS180 Amines 1

0.35 - 7 ppm GAS180L Amines 1
Divinyl Methoxysilane 2.5 - 40 ppm GAS113L Isopropyl Alcohol 2
Epichlorohydrin 1.2 - 120 ppm GAS163L Ethylene Oxide 2
Ethanol 2.5 - 7.5 %/vol. GAS112 Ethanol  1/2

0.05 - 2.5 %/vol. GAS112 Ethanol 1
0.01 - 0.05 %/vol. GAS112 Ethanol 2
100 - 2000 ppm GAS112L Ethanol 1
50 - 100 ppm GAS112L Ethanol 2

Ethanolamine 7 - 140 ppm GAS180 Amines 3
1.95 - 39 ppm GAS180L Amines 1

Ethyl Acetate 0.1 - 1.5 %/vol. GAS141 Ethyl Acetate 1
20 - 800 ppm GAS141L Ethyl Acetate 2
0.06 - 0.9 %/vol. GAS141 Ethyl Acetate 1

Ethyl Acrylate 8 - 320 ppm GAS141L Ethyl Acetate 2
Ethyl Benzene 11 - 330 ppm GAS122 Toluene 1    

1 - 70 ppm GAS122L Toluene 2    
Ethyl Benzylchloride (p-Ethyl Benzylchloride) 2.5 - 50 ppm GAS131LA Vinyl Chloride 2    
Ethyl Bromide 100 - 200 ppm GAS136L Methyl Bromide  1/2

10 - 100 ppm GAS136L Methyl Bromide 1
2.5 - 10 ppm GAS136L Methyl Bromide 4

Ethyl Chloride 15 - 150 ppm GAS138 Methylene Chloride 1
Ethyl Chloroformate 7 - 140 ppm GAS131LA Vinyl Chloride 2
Ethyl ether 0.04 - 1 %/vol. GAS161 Ethyl ether 1

400 - 1200 ppm GAS161L Ethyl ether 1
10 - 400 ppm GAS161L Ethyl ether 2

Ethyl Mercaptan 5 - 120 ppm GAS72 Ethyl Mercaptan 1
0.5 - 5 ppm GAS72 Ethyl Mercaptan 2 to 10
30 - 75 ppm GAS72L Ethyl Mercaptan  1/2
0.5 - 30 ppm GAS72L Ethyl Mercaptan 1
0.2 - 0.5 ppm GAS72L Ethyl Mercaptan 2
5 - 120 ppm GAS70 Mercaptans 1
0.5 - 5 ppm GAS70 Mercaptans 2 to 10
4 - 8 ppm GAS70L Mercaptans  1/2
0.5 - 4 ppm GAS70L Mercaptans 1
0.2 - 0.5 ppm GAS70L Mercaptans 2
0.1 - 0.2 ppm GAS70L Mercaptans 4
100 - 3800 ppm GAS71H Methyl mercaptan 1
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Ethylamine 5 - 100 ppm GAS180 Amines 1    
0.45 - 9 ppm GAS180L Amines 1    

Ethylene 800 - 1680 ppm GAS172 Ethylene  1/2
25 - 800 ppm GAS172 Ethylene 1
50 - 100 ppm GAS172L Ethylene 2
0.2 - 50 ppm GAS172L Ethylene 4
8.4 - 16.8 %/vol. GAS103 Hydrocarbons (Lower class)  1/2
0.1 - 8.4 %/vol. GAS103 Hydrocarbons (Lower class) 1
0.35 - 0.7 %/vol. GAS103 Hydrocarbons (Lower class) 2
0.1 - 2 %/vol. GAS171 Acetylene 1

Ethylene Chlorohydrin 20 - 200 ppm GAS111L Methanol 3
Ethylene Glycol 10 - 100 mg/m3 GAS165L Ethylene Glycol 2
Ethylene Glycol MBE 30 - 100 ppm GAS113L Isopropyl Alcohol 2
Ethylene Glycol MEE 62.5 - 1000 ppm GAS113L Isopropyl Alcohol 2
Ethylene Glycol MEEAC 6 - 96 ppm GAS113L Isopropyl Alcohol 3
Ethylene Glycol MME 15 - 900 ppm GAS113L Isopropyl Alcohol 2
Ethylene Glycol MMEAC 20 - 1300 ppm GAS113L Isopropyl Alcohol 2
Ethylene Glycol Monobutyle Ether 23 - 230 ppm GAS113LL Isopropyl Alcohol 2
Ethylene Glycol Monoethyle Ether 15.2 - 152 ppm GAS113LL Isopropyl Alcohol 2
Ethylene Monoethyle Ether Acetate 7 - 96 ppm GAS113L Isopropyl Alcohol 4
Ethylene Monomethyle Ether 20 - 200 ppm GAS113LL Isopropyl Alcohol 2
Ethylene Monomethyle Ether Acetate 21 - 1300 ppm GAS113L Isopropyl Alcohol 3
Ethylene Oxide 0.05 - 3 %/vol. GAS163 Ethylene Oxide 1

100 - 350 ppm GAS163L Ethylene Oxide 1
1 - 100 ppm GAS163L Ethylene Oxide 2
0.4 - 1 ppm GAS163L Ethylene Oxide 4
5 - 10 ppm GAS163LL Ethylene Oxide 2
0.1 - 5 ppm GAS163LL Ethylene Oxide 4

Ethylenediamine 14 - 280 ppm GAS180 Amines 1
0.9 - 18 ppm GAS180L Amines 1

Ethylmorpholine 5 - 100 ppm GAS180 Amines 1
Fluorine 0.5 - 50 ppm GAS17 Hydrogen fluoride 1
Formaldehyde 2000 - 6400 ppm GAS91M Formaldehyde  1/2

20 - 2000 ppm GAS91M Formaldehyde 1
8 - 20 ppm GAS91M Formaldehyde 2
50 - 100 ppm GAS91 Formaldehyde  1/2
20 - 50 ppm GAS91 Formaldehyde 1
2 - 20 ppm GAS91 Formaldehyde 2
5 - 40 ppm GAS91L Formaldehyde 1
0.1 - 5 ppm GAS91L Formaldehyde 5
0.05 - 1 ppm GAS91LL Formaldehyde 5

Formic Acid 5.2 - 130 ppm GAS81 Acetic Acid 1
0.5 - 20 ppm GAS81L Acetic Acid 1

Furfural 2 - 30 ppm GAS154 Cyclohexanone 4
Gasoline 0.6 - 1.2 %/vol. GAS101 Gasoline  1/2

0.03 - 0.6 %/vol. GAS101 Gasoline 1

Colorimetric tubes
Gas List: E/G
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0.015 -  0.03  %/vol. GAS101 Gasoline 2
1000 - 2000 ppm GAS101L Gasoline 1
30 - 1000 ppm GAS101L Gasoline 2
0.1 - 2 %/vol. GAS1M Carbon monoxide 1

Heptane 0.6 - 1.2 %/vol. GAS101 Gasoline  1/2
0.03 - 6 %/vol. GAS101 Gasoline 1
0.015 - 0.03  %/vol. GAS101 Gasoline 2
1000 - 2000 ppm GAS101L Gasoline 1
30 - 1000 ppm GAS101L Gasoline 2
0.84 - 1.68 %/vol. GAS103 Hydrocarbons (Lower class)  1/2
0.07 - 0.84 %/vol. GAS103 Hydrocarbons (Lower class) 1
0.035 - 0.07 %/vol. GAS103 Hydrocarbons (Lower class) 2
180 - 2700 ppm GAS105 Hydrocarbons (Higher class) 1
90 - 180 ppm GAS105 Hydrocarbons (Higher class) 2

Hexamethylenediamine 1.55 - 31 ppm GAS180L Amines 1    
Hexane 0.6 - 1.2 %/vol. GAS102H Hexane  1/2

0.03 - 0.6 %/vol. GAS Hexane 1    
0.015 - 0.03  %/vol. GAS Hexane 2    
50 - 1200 ppm GAS102L Hexane 1    
4 - 50 ppm GAS Hexane 5    
0.6 - 1.2 %/vol. GAS103 Hydrocarbures (Classe Faible)  1/2
0.05 -  0.6 %/vol. GAS Hydrocarbures (Classe Faible) 1    
0.025 - 0.05 %/vol. GAS Hydrocarbures (Classe Faible) 2    
160 - 2400 ppm GAS105 Hydrocarbures (Classe Elevée) 1    
80 - 160 ppm GAS105 Hydrocarbures (Classe Elevée) 2    

Hexyl alcohol 60 - 2400 ppm GAS141L Ethyl Acetate 3    
Hexylamine 9 - 180 ppm GAS180 Amines 1

0.65 - 13 ppm GAS180L Amines
Hydrazine 0.1 - 2 ppm GAS185 Hydrazine 5    

0.1 - 2 ppm GAS Hydrazine 10    
Hydrocarbons (Higher Class) 200 - 3000 ppm GAS105 Hydrocarbons (Higher Class) 1    

100 - 200 ppm GAS105 Hydrocarbons (Higher Class) 2    
Hydrocarbons (Lower Class) 1.2 - 2.4 %/vol. GAS103 Hydrocarbons (Lower class)  1/2

0.1 - 1.2 %/vol. GAS103 Hydrocarbons (Lower class) 1    
0.05 - 0.1 %/vol. GAS103 Hydrocarbons (Lower class) 2    

Hydrogen 0.5 - 2 %/vol. GAS30 Hydrogen 1    
Hydrogen Bromide 0.8 - 16 ppm GAS15L Nitric Acid 2    
Hydrogen Chloride 200 - 5000 ppm GAS14R Hydrogen Chloride 1    

50 - 200 ppm GAS14R (Low Humidity) 2 à 4
500 - 1000 ppm GAS14M Hydrogen Chloride  1/2
20 - 500 ppm GAS14M Hydrogen Chloride 1    
10 - 20 ppm GAS14M Hydrogen Chloride 2    
20 - 76 ppm GAS14L Hydrogen Chloride  1/2
1 - 20 ppm GAS14L Hydrogen Chloride 1    
0.2 - 1 ppm GAS14L Hydrogen Chloride 2    
80 - 160 ppm GAS80 Acid Gases 2    

Colorimetric tubes
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1.5 - 30 %/vol. GAS8HH Chlorine  1/2
Hydrogen Cyanide 0.05 - 1.6 %/vol. GAS12H Hydrogen Cyanide 1    

800 - 2400 ppm GAS12M Hydrogen Cyanide  1/2
50 - 800 ppm GAS12M Hydrogen Cyanide 1    
15 - 50 ppm GAS12M Hydrogen Cyanide 2    
60 - 120 ppm GAS12L Hydrogen Cyanide  1/2
2.5 - 60 ppm GAS12L Hydrogen Cyanide 1    
1.25 - 2.5 ppm GAS12L Hydrogen Cyanide 2    
0.36 - 1.25 ppm GAS12L Hydrogen Cyanide 5    
5 - 10 ppm GAS12LL Hydrogen Cyanide 1    
0.2 - 5 ppm GAS12LL Hydrogen Cyanide 2    

Hydrogen fluoride 20 - 100 ppm GAS17 Hydrogen fluoride 1    
0.5 - 20 ppm GAS17 Hydrogen fluoride 4    
0.25 - 0.5 ppm GAS17 Hydrogen fluoride 7    
10 - 72 ppm GAS17L Hydrogen fluoride 1    
0.2 - 10 ppm GAS17L Hydrogen fluoride 3    
0.09 - 0.2 ppm GAS17L Hydrogen fluoride 5    
6.9 - 24 ppm GAS17LL Hydrogen fluoride 1    
3 - 6.90 ppm GAS17LL Hydrogen fluoride 3    
0.05 - 3 %/vol. GAS17LL Hydrogen fluoride 5    

Hydrogen peroxyde 0.5 - 10 ppm GAS32 Hydrogen Peroxyde 5    
Hydrogen sulphide 20 - 40 %/vol. GAS4HT Hydrogen sulphide  1/2

2 - 20 %/vol. GAS4HT Hydrogen sulphide 1    
1 - 2 %/vol. GAS4HT Hydrogen sulphide 2    
10 - 20 %/vol. GAS4HP Hydrogen sulphide  1/2
0.5 - 10 %/vol. GAS4HP Hydrogen sulphide 1    
0.25 - 0.5 %/vol. GAS4HP Hydrogen sulphide 2    
2 - 4 %/vol. GAS4HH Hydrogen sulphide  1/2
0.1 - 2 %/vol. GAS4HH Hydrogen sulphide 1    
2000 - 4000 ppm GAS4H Hydrogen sulphide  1/2
100 - 2000 ppm GAS4H Hydrogen sulphide 1    
10 - 100 ppm GAS4H Hydrogen sulphide 2 à 10
800 - 1600 ppm GAS4HM Hydrogen sulphide  1/2
50 - 800 ppm GAS4HM Hydrogen sulphide 1    
25 - 50 ppm GAS4HM Hydrogen sulphide 2    
250 - 500 ppm GAS4M Hydrogen sulphide  1/2
25 - 250 ppm GAS4M Hydrogen sulphide 1    
12.5 - 25 ppm GAS4M Hydrogen sulphide 2    
120 - 240 ppm GAS4L Hydrogen sulphide  1/2
10 - 120 ppm GAS4L Hydrogen sulphide 1    
1 - 10 ppm GAS4L Hydrogen sulphide 2 to 10
60 - 120 ppm GAS4LL Hydrogen sulphide  1/2
2.5 - 60 ppm GAS4LL Hydrogen sulphide 1    
0.25 - 2.5 ppm GAS4LL Hydrogen sulphide 2    
20 - 40 ppm GAS4LK Hydrogen sulphide  1/2
2 - 20 ppm GAS4LK Hydrogen sulphide 1    

Colorimetric tubes
Gas List: H/H

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes



Phone  +33 (0)1 64 09 35 16  •  Fax  +33 (0)1 60 66 15 87  •  contact@gazdetect.com
G a z D e t e c t   :   Z A E   •   3 ,  r u e  d e s  F o s s é s   •   7 7 2 4 0  V E R T  S A I N T  D E N I S  ( F r a n c e )

Non-contractual document. © Any reproduction, in whole or in part,  by whatsoever process, is only permitted with Gazdetect approval.

�
Visit us: 

www.gas-detect.com

Your safety day by day.

1 - 2 ppm GAS4LK Hydrogen sulphide 2    
6 - 120 ppm GAS4LB Hydrogen sulphide  1/2
1 - 6 ppm GAS4LB Hydrogen sulphide 1    
0.5 - 1 ppm GAS4LB Hydrogen sulphide 2    
2 - 4 %/vol. GAS4LT Hydrogen sulphide  1/2
0.2 - 2 ppm GAS4LT Hydrogen sulphide 1    
0.1 - 0.2 ppm GAS4LT Hydrogen sulphide 2    
H2S 60 - 120 ppm GAS45S Hydrogen sulphide  1/2
2.5 - 60 ppm GAS45S & Sulphur Dioxide 1    
1.25 - 2.5 ppm GAS45S (mesure séprarée) 2    

Hydrogen sulphide & Sulphur Dioxide 4 - 8 %/vol. GAS45H Hydrogen sulphide  1/2
0.2 - 4 %/vol. GAS45H & Sulphur Dioxide 1    
0.02 - 0.2 %/vol. GAS45H (Total quantification) 2 to 10

Iodine 0.2 - 12 ppm GAS9L Nitrogen Dioxide 2    
0.012 - 2.4 ppm GAS80 Acid Gases 2    

Isoamyl Acetate 10 - 200 ppm GAS148 Isoamyl Acetate 2    
Isoamyl Alcohol 5 - 300 ppm GAS117 Isoamyl Alcohol 2    
Isobutane 0.84 - 1.68 %/vol. GAS103 Hydrocarbons (Lower Classe)  1/2

0.07 - 0.84 %/vol. GAS103 Hydrocarbons (Lower Classe) 1    
0.035 - 0.07 %/vol. GAS103 Hydrocarbons (Lower Classe) 2    
55 - 3080 ppm GAS104 Butane 1    

Isobutene 0.07 - 2.2 %/vol. GAS101L Gasoline 1    
Isobutyl Acetate 10 - 300 ppm GAS144 Isobutyl Acetate 2    
Isobutyl Acrylate 2.6 - 78 ppm GAS142L Butyl Acetate 2    
Isobutyl Alcohol 10 - 150 ppm GAS116 Isobutyl Alcohol 2    
Isooctane 0.027 - 0.54 %/vol. GAS101 Gasoline 1    
Isopentane 1.08 - 2.16 %/vol. GAS103 Hydrocarbons (Lower Class)  1/2

0.09 - 1.08 %/vol. GAS103 Hydrocarbons (Lower Class) 1    
0.045 - 0.09 %/vol. GAS103 Hydrocarbons (Lower Class) 2    

Isophorone 2 - 30 ppm GAS154 Cyclohexanone 8    
Isopropyl Acetate 10 - 500 ppm GAS146 Isopropyl Acetate 2    
Isopropyl Alcohol 2.5 - 5 %/vol. GAS113 Isopropyl Alcohol  1/2

0.04 - 2.5 %/vol. GAS113 Isopropyl Alcohol 1    
0.02 - 0.04 %/vol. GAS113 Isopropyl Alcohol 2    
50 - 800 ppm GAS113L Isopropyl Alcohol 1    
25 - 50 ppm GAS113L Isopropyl Alcohol 2    
200 - 440 ppm GAS113LL Isopropyl Alcohol 1    
20 - 200 ppm GAS113LL Isopropyl Alcohol 2    

Isopropyl ether 18 - 720 ppm GAS141L Ethyl Acetate 2    
0.018 - 0.45 %/vol. GAS161 Ethyl Ether 2    

Isopropyl Mercaptan 10 - 240 ppm GAS70 Mercaptans 1
Isopropylamine 5.5 - 110 ppm GAS180 Amines 1    

0.45 - 9 ppm GAS180L Amines 1    
Isovaleric Acid 2 - 50 ppm GAS81 Acetic Acid 1

0.38 - 15 ppm GAS81L Acetic Acid 1
LP-gas (LPG) 0.05 - 0.8 %/vol. GAS100A LP-gas (LPG) 1
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Maleic Anhydride 0.8 - 20 ppm GAS81 Acetic Acid 1
Mercaptans 5 - 120 ppm GAS70 Mercaptans 1

0.5 - 5 ppm GAS70 Mercaptans 2 to 10
4 - 8 ppm GAS70L Mercaptans  1/2
0.5 - 4 ppm GAS70L Mercaptans 1
0.2 - 0.5 ppm GAS70L Mercaptans 2
0.1 - 0.2 ppm GAS70L Mercaptans 4

Mercaptoethanol (2-Mercaptoethanol) 0.5 - 7.5 ppm GAS75L Tert-butyl Mercaptan 1
Mercury Vapour 6 - 13.2 mg/m3 GAS40 Mercury Vapour  1/2

0.25 - 6 mg/m3 GAS40 Mercury Vapour 1
0.05 - 0.25 mg/m3 GAS40 Mercury Vapour 5

Mesityl Oxide 27 - 1080 ppm GAS141L Ethyl Acetate 2
Methacrylic Acid 1.8 - 45 ppm GAS81 Acetic Acid 1

0.35 - 14 ppm GAS81L Acetic Acid 1
Methacrylonitrile 10 - 32 ppm GAS192 Methacrylonitrile 1

0.5 - 10 ppm GAS192 Methacrylonitrile 2
0.2 - 0.5 ppm GAS192 Methacrylonitrile 4

Methaldehyde 0.065 - 3.25 ppm GAS91L Formaldehyde 3
Methanol 1.5 - 4.5 %/vol. GAS111 Methanol  1/2

0.05 - 1.5 %/vol. GAS111 Methanol 1
0.004 - 0.02 %/vol. GAS111 Methanol 2
0.002 - 0.004 %/vol. GAS111 Methanol 4
40 - 1000 ppm GAS111L Methanol 1
20 - 40 ppm GAS111L Methanol 2
20 - 56 ppm GAS111LL Methanol 2
2 - 20 ppm GAS111LL Methanol 4

Methoxy Propanol 50 - 800 ppm GAS113LL Isopropyl Alcohol 4
Methoxyethyl Acetate (2-Methoxyethyl Acetate) 20 - 1300 ppm GAS113LL Isopropyl Alcohol 2
Methyl Acrylate 8 - 320 ppm GAS141L Ethyl Acetate 2
Methyl allyl Chloride 2.8 - 55 ppm GAS131LA Vinyl Chloride 1
Methyl Bromide 300 - 600 ppm GAS136H Methyl Bromide  1/2

20 - 300 ppm GAS136H Methyl Bromide 1
10 - 20 ppm GAS136H Methyl Bromide 2
100 - 200 ppm GAS136L Methyl Bromide  1/2
10 - 100 ppm GAS136L Methyl Bromide 1
2.5 - 10 ppm GAS136L Methyl Bromide 4
18 - 36 ppm GAS136LA Methyl Bromide 1
1 - 18 ppm GAS136LA Methyl Bromide 2
1.2 - 3 ppm GAS136LL Methyl Bromide 1
0.1 - 1.2 ppm GAS136LL Methyl Bromide 2

Methyl Butenenitrile (2-Methyl-3-Butenenitrile) 0.4 - 12 ppm GAS191L Acrylonitrile 2
Methyl Chloroformate 58 - 1160 ppm GAS131LA Vinyl Chloride 5
Methyl ether 0.03 - 0.85 %/vol. GAS161 Methyl ether 1
Methyl Ethyl Ketone 0.02-0.6 %/vol. GAS152 Methyl Ethyl Ketone 2

120 - 384 ppm GAS152L Methyl Ethyl Ketone  1/2
10-120 ppm GAS152L Methyl Ethyl Ketone 1
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21 - 1680 ppm GAS151L Acetone 5
Methyl Hydrazine 0.6 - 12 ppm GAS185 Hydrazine 5
Methyl iodide 0.32 - 32 ppm GAS121L Benzene 5

15000 - 34800 ppm GAS230H Methyl iodine  1/2
6000 - 15000 ppm GAS230H Methyl iodine 1
100 - 6000 ppm GAS230H Methyl iodine 2
46 - 108 ppm GAS230 Methyl iodine  1/2
20 - 46 ppm GAS230 Methyl iodine 1
1 - 20 ppm GAS230 Methyl iodine 2
0.5 - 1 ppm GAS230 Methyl iodine 4

Methyl Isobutyl Ketone 0.05 - 0.6 %/vol. GAS153 Methyl Isobutyl Ketone 2
50 - 130 ppm GAS153L Methyl Isobutyl Ketone  1/2
2.5 - 50 ppm GAS153L Methyl Isobutyl Ketone 1

Methyl Mercaptan 1000 - 2700 ppm GAS71H Methyl Mercaptan  1/2
50 - 1000 ppm GAS71H Methyl Mercaptan 1
20 - 50 ppm GAS71H Methyl Mercaptan 2
70 - 140 ppm GAS71 Methyl Mercaptan  1/2
2.5 - 70 ppm GAS71 Methyl Mercaptan 1
0.25 - 2.5 ppm GAS71 Methyl Mercaptan 2 to 10
3.5 - 84 ppm GAS70 Mercaptans 1
0.35 - 3.5 ppm GAS70 Mercaptans 2 to 10
4 - 8 ppm GAS70L Mercaptans  1/2
0.5 - 4 ppm GAS70L Mercaptans 1
0.2 - 0.5 ppm GAS70L Mercaptans 2
0.1 - 0.2 ppm GAS70L Mercaptans 4

Methyl Methacrylate 200 - 500 ppm GAS149 Methyl Methacrylate 1
10 - 200 ppm GAS149 Methyl Methacrylate 2

Methyl Morpholine (N-Methyl Morpholine) 9 - 180 ppm GAS180 Amines 1    
0.5 - 10 ppm GAS180L Amines 1    

Methyl Pyridine 0.38 - 10.5 ppm GAS182 Pyridine 1
Methylamine 5 - 100 ppm GAS180 Amines 1

0.5 - 10 ppm GAS180L Amines 1
Methylaniline  (n-Methylaniline) 3.5 - 42 ppm GAS181 Aniline 2
Methylcyclohexane 0.04 - 0.84 %/vol. GAS102H n-Hexane 1
Methylcyclohexanol 5 - 100 ppm GAS119 Methylcyclohexanol 2
Methylcyclohexanone 50 - 100 ppm GAS155 Methylcyclohexanone 2

2 - 50 ppm GAS155 Methylcyclohexanone 3
Methylene Chloride 50 - 500 ppm GAS138 Methylene Chloride 1    

20 - 50 ppm GAS138 Methylene Chloride 2    
60 - 150 ppm GAS138L Methylene Chloride 1    
10 - 60 ppm GAS138L Methylene Chloride 2    
4 - 10 ppm GAS138L Methylene Chloride 4    

Methylene Dibromide 5 - 50 ppm GAS136L Methyl Bromide 1
Methylene iodide 0.22 - 22 ppm GAS121L Benzene 5
Methylpyrrolidone 50 - 270 ppm GAS180 Amines 1
Morpholine 9 - 180 ppm GAS180 Amines 1
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0.5 - 10 ppm GAS180L Amines 1
n.n-Dimethylethylamine 0.3 - 6 ppm GAS180L Amines 2
Naphtalene 0.5 - 14 ppm GAS60 Phenol 2
n-Butyl Bromide 24 - 360 ppm GAS136H Methyl Bromide 1

10 - 100 ppm GAS136L Methyl Bromide 1
2.4 - 43.2 ppm GAS136HA Methyl Bromide 1
1 - 18 ppm GAS136HA Methyl Bromide 2

n-Ethylmorpholine 0.3 - 6 ppm GAS180L Amines 1
Nitric Acid 20 - 40 ppm GAS9L Nitric Acid  1/2

1 - 20 ppm GAS9L Nitric Acid 1
0.1 - 1 ppm GAS9L Nitric Acid 2 à 10
5 - 100 ppm GAS80 Acid Gases 2

Nitrogen Dioxide 30 - 125 ppm GAS9L Nitrogen Dioxide 1
0.5 - 30 ppm GAS9L Nitrogen Dioxide 2
2.5 - 200 ppm GAS10 NO + NO2 1
0.2 - 4 %/vol. GAS80 Acid Gases 2

Nitrogen Oxides 50 - 2500 ppm GAS11HA Total Quantification 1
250 - 625 ppm GAS11S Total Quantification  1/2
10 - 250 ppm GAS11S Total Quantification 1
5 - 10 ppm GAS11S Total Quantification 2
5 - 16.5 ppm GAS11L Total Quantification 1
0.2 - 5 ppm GAS11L Total Quantification 2
0.08 - 0.2 ppm GAS11L Total Quantification 4
0.04 - 0.08 ppm GAS11L Total Quantification 8
5 - 200 ppm GAS10 NOX (Separate Quantification) 1
2.5 - 5 ppm GAS10 NOX (Separate Quantification) 2
5 - 200 ppm GAS10 NO + NO2 (Separate Quantification) NO : 1
2.5 - 5 ppm GAS10 NO + NO2 (Separate Quantification) NO2 : 2

Nonane 260 - 3900 ppm GAS105 Hydrocarbons (Higher Class) 1
130 - 260 ppm GAS105 Hydrocarbons (Higher Class) 2

Octane 0.036 - 0.72  %/vol. GAS101 Gazoline (Petrol) 1
200 - 3000 ppm GAS105 Hydrocarbons (Higher Class) 1
100 - 200 ppm GAS105 Hydrocarbons (Higher Class) 2

Olefines 0.34 - 13.6  %/vol. GAS100A LPG 1
Oxygen 6 - 24 %/vol. GAS31B Oxygen  1/2

3 - 6  %/vol. GAS31B Oxygen 1
Ozone 200 - 400 ppm GAS18M Ozone  1/2

20 - 200 ppm GAS18M Ozone 1
4 - 20 ppm GAS18M Ozone 2 à 5
0.6 - 3 ppm GAS18L Ozone 1
0.05 - 6 ppm GAS18L Ozone 5
0.025 - 0.05 ppm GAS18L Ozone 10

Pentachloroethane 40 - 500 ppm GAS133L Tetrachloroethylene 1
0.75 - 15 ppm GAS180L Amines 1

Pentadiene 250 - 4000 ppm GAS174 1,3-Butadiene 1
Pentane (n-Pentane) 30 - 1680 ppm GAS104 Butane 1

Colorimetric tubes
Gas List: N/P

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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0.9 - 1.8 %/vol. GAS103 Hydrocarbons (Lower Class) 4
0.075 - 0.9 %/vol. GAS103 Hydrocarbons (Lower Class)  1/2
0.0375 - 0.075 %/vol. GAS103 Hydrocarbons (Lower Class) 1
0.0375 - 0.075 %/vol. GAS103 Hydrocarbons (Lower Class) 2

Pentenenitrile (2-Pentenenitrile) 6 - 15 ppm GAS193 2-Pentenenitrile 2
0.5 - 6 ppm GAS193 2-Pentenenitrile 4
0.24 - 7.2 ppm GAS191L Acrylonitrile 2

Pentenenitrile 3-Pentenenitrile 0.4 - 12 ppm GAS191L Acrylonitrile 2
Petroleum Benzine 14 - 28 mg/l GAS106 Petroleum Naphta  1/2

1 - 14 mg/l GAS106 Petroleum Naphta 1
0.5 - 1 mg/l GAS106 Petroleum Naphta 2

Petroleum ether 14 - 28 mg/l GAS106 Petroleum Naphtha  1/2
1 - 14 mg/l GAS106 Petroleum Naphtha 1
0.5 - 1 mg/l GAS106 Petroleum Naphtha 2

Petroleum Naphta 1000 - 3000 ppm GAS140 Petroleum Naphta  1/2
20 - 1000 ppm GAS140 Petroleum Naphta 1
6 - 20 ppm GAS140 Petroleum Naphta 2
14 - 28 mg/l GAS106 Petroleum Naphta  1/2
1 - 14 mg/l GAS106 Petroleum Naphta 1
0.5 - 1 mg/l GAS106 Petroleum Naphta 2

Phenol 62.5 - 187 ppm GAS60 Phenol  1/2
25 - 62.5 ppm GAS60 Phenol 1
1 - 25 ppm GAS60 Phenol 2
0.4 - 1 ppm GAS60 Phenol 4

Phosgene 5 - 200 ppm GAS16 Phosgene 1
0.1 - 5 ppm GAS16 Phosgene 5
0.055 - 0.1 ppm GAS16 Phosgene 10

Phosphine 2500 - 5500 ppm GAS7H Phosphine  1/2
200 - 2500 ppm GAS7H Phosphine 1
500 - 1000 ppm GAS7J Phosphine  1/2
25 - 500 ppm GAS7J Phosphine 1
2.5 - 25 ppm GAS7J Phosphine 2 à 10
50 - 100 ppm GAS7 Phosphine 1
5 - 50 ppm GAS7 Phosphine 2
2.5 - 5 ppm GAS7 Phosphine 4
0.3 - 5 ppm GAS7L Phosphine 5
0.15 - 0.3 ppm GAS7L Phosphine 10
2.5 - 9.8 ppm GAS7LA Phosphine 1
1.5 - 2.5 ppm GAS7LA Phosphine 3
0.1 - 1.5 ppm GAS7LA Phosphine 5
0.05 - 0.1 ppm GAS7LA Phosphine 10

Pinène (α-pinene) 95 - 1140 ppm GAS121 Benzene 3
Propane 1.2 - 2.4 %/vol. GAS103 Hydrocarbons (Lower Class)  1/2

0.1 - 1.2 %/vol. GAS103 Hydrocarbons (Lower Class) 1
0.05 - 0.1 %/vol. GAS103 Hydrocarbons (Lower Class) 2

Propanethiol 22.5 - 540 ppm GAS70 Mercaptans 1

Colorimetric tubes
Gas List: P/P

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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4.8 - 9.6 ppm GAS70L Mercaptans  1/2
0.6 - 4.8 ppm GAS70L Mercaptans 1
0.24 - 0.6 ppm GAS70L Mercaptans 2
0.12 - 0.24 ppm GAS70L Mercaptans 4

Propionaldehyde 0.76 - 38 ppm GAS91L Formaldehyde 1
24 - 1880 ppm GAS151L Acetone 2

Propionic Acid 3 - 75 ppm GAS81 Acetic Acid 1
0.25 - 10 ppm GAS81L Acetic Acid 1

Propionitrile 50 - 1200 ppm GAS191 Acrylonitrile 4
Propyl Acetate 20 - 500 ppm GAS145 Propyl Acetate 2
Propyl Alcohol 0.04 - 2.5 %/vol. GAS113 Isopropyl Alcohol 1

65 - 1040 ppm GAS113L Isopropyl Alcohol 1
13.6 - 136 ppm GAS113LL Isopropyl Alcohol 2

Propylamine 6 - 120 ppm GAS180 Amines 1
0.5 - 10 ppm GAS180L Amines 1

Propylene 0.02 - 0.8 %/vol. GAS100A LPG 1
Propylene Oxide 0.065 - 3.9 %/vol. GAS163 Ethylene Oxide 1

1 - 100 ppm GAS163L Ethylene Oxide 1
Propyleneimine 5.5 - 110 ppm GAS180 Amines 1

0.35 - 7 ppm GAS180L Amines 1
Pyridine 14 - 35 ppm GAS182 Pyridine  1/2

0.5 - 14 ppm GAS182 Pyridine 1
2 ppm GAS182 Pyridine 2

Solvant Stoddard 50 - 8000 mg/m3 GAS128 Solvant Stoddard 1    
Styrene 500 - 1500 ppm GAS124 Styrene  1/2

20 - 500 ppm GAS124 Styrene 1    
10 - 20 ppm GAS124 Styrene 2    
25 - 100 ppm GAS124L Styrene 1    
2 - 25 ppm GAS124L Styrene 4    
0.075 - 0.9 %/vol. GAS153 Methyl Isobutyl Ketone 1    

Sulphur Dioxide 4 - 8 %/vol. GAS5H Sulphur Dioxide  1/2
0.5 - 4 %/vol. GAS5H Sulphur Dioxide 1
0.05 - 0.5 %/vol. GAS5H Sulphur Dioxide 2 à 10
1800 - 3600 ppm GAS5M Sulphur Dioxide  1/2
100 - 1800 ppm GAS5M Sulphur Dioxide 1
20 - 100 ppm GAS5M Sulphur Dioxide 4
100 - 200 ppm GAS5L Sulphur Dioxide  1/2
5 - 100 ppm GAS5L Sulphur Dioxide 1
2.5 - 5 ppm GAS5L Sulphur Dioxide 2
1.25 - 2.5 ppm GAS5L Sulphur Dioxide 4
30 - 60 ppm GAS5LA Sulphur Dioxide 1
2 - 30 ppm GAS5LA Sulphur Dioxide 2
1 - 2 ppm GAS5LA Sulphur Dioxide 4
0.5 - 1 ppm GAS5LA Sulphur Dioxide 8
10 - 250 ppm GAS5LC Sulphur Dioxide 1
0.25 - 10 ppm GAS5LC Sulphur Dioxide 2

Colorimetric tubes
Gas List: P/S

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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0.1 - 0.25 ppm GAS5LC Sulphur Dioxide 4
5 - 10 ppm GAS5LB Sulphur Dioxide 1
0.2 - 5 ppm GAS5LB Sulphur Dioxide 2
0.1 - 0.2 ppm GAS5LB Sulphur Dioxide 4
0.05 - 0.1 ppm GAS5LB Sulphur Dioxide 8
SO2 : 10 - 20 ppm GAS45S Hydrogen sulphide et Sulphur Dioxide 

(Separate Quantification)
 1/2

H2S :  0.5 - 10 ppm GAS45S Hydrogen sulphide et Sulphur Dioxide 
(Separate Quantification)

1

H2S : 0.25 - 0.5 ppm GAS45S Hydrogen sulphide et Sulphur Dioxide 
(Separate Quantification)

2

1.5 - 30 ppm GAS80 Acid Gases 2
Sulphuric Acid 0.5 - 5 mg/m3 GAS35 Sulphuric Acid 5
Tert Butylamine 5.5 - 110 ppm GAS180 Amines 1
Tert-Butyl Alcohol 0.05 - 1.2 %/vol. GAS102L Hexane 2
Tert-Butyl Mercaptan 60 - 150 mg/m3 GAS75 Tert-Butyl Mercaptan  1/2

30 - 60 mg/m3 GAS76 Tert-Butyl Mercaptan 1
2.5 - 30 mg/m3 GAS77 Tert-Butyl Mercaptan 2
15 - 30 mg/m3 GAS75L Tert-Butyl Mercaptan  1/2
1 - 15 mg/m3 GAS75L Tert-Butyl Mercaptan 1
0.5 - 1 mg/m3 GAS75L Tert-Butyl Mercaptan 2
1 - 15 mg/m3 GAS77 TBM -Tert-Butyl Mercaptan ( & DMS 

-Sulfure de Dimétyle)
1

4 - 8 ppm GAS70L Mercaptans  1/2
0.5 - 4 ppm GAS70L Mercaptans 1
0.2 - 0.5 ppm GAS70L Mercaptans 2
0.1 - 0.2 ppm GAS70L Mercaptans 4

Tetrabromoethane (1,1,2,2-Tetrabromoethane) 0.92 - 9.2 ppm GAS135L 1,1,1-Trichloroethane (Methyl Chloroform) 4
Tetrachloroethylene 300 - 900 ppm GAS133HA Tetrachloroethylene  1/2

20 - 300 ppm GAS Tetrachloroethylene 1
7 - 20 ppm GAS Tetrachloroethylene 2
100 - 250 ppm GAS133M Tetrachloroethylene  1/2
5 - 100 ppm GAS Tetrachloroethylene 1
2 - 5 ppm GAS Tetrachloroethylene 2
25 - 75 ppm GAS133L Tetrachloroethylene  1/2
2 - 25 ppm GAS Tetrachloroethylene 1
1 - 2 ppm GAS Tetrachloroethylene 2
3 - 9 ppm GAS133LL Tetrachloroethylene  1/2
0.2 - 3 ppm GAS Tetrachloroethylene 1
0.1 - 0.2 ppm GAS Tetrachloroethylene 2
0.075 - 1.5 %/vol. GAS132HH Trichloroethylene 1

Tetrahydrofuran 50 - 800 ppm GAS159 Tetrahydrofuran 1
20 - 50 ppm GAS Tetrahydrofuran 2
80 - 232 ppm GAS159L Tetrahydrofuran  1/2
5 - 80 ppm GAS Tetrahydrofuran 1
0.056 - 1.4 %/vol. GAS161 Ethyl Ether 1

Colorimetric tubes
Gas List: S/T

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Tetrahydrothiophene 10 - 200 ppm GAS76H Tetrahydrothiophene 1
10 - 100 mg/m3 GAS76M Tetrahydrothiophene 2
1 - 10 ppm GAS76 Tetrahydrothiophene 4

Tetramethylenediamine 8.5 - 170 ppm GAS180 Amines 1
0.8 - 16 ppm GAS180L Amines 1

Thionyl Chloride 1.44 - 21.6 ppm GAS5LA Sulphur Dioxide 2
Toluene 300 - 690 ppm GAS122 Toluene  1/2

10 - 300 ppm GAS122 Toluene 1
5 - 10 ppm GAS122 Toluene 2
50 - 100 ppm GAS122L Toluene 1
2 - 50 ppm GAS122L Toluene 2
1 - 2 ppm GAS122L Toluene 4
0.02 - 0.8 %/vol. GAS161 Ethyl Ether 1

Toluidine (o-Toluidine) 5 - 60 ppm GAS181 Aniline 2
Trichloroacetic Acid 1 - 37.5 ppm GAS15L Nitric Acid 1
Trichlorobenzene (1,2,4-Trichlorobenzene) 0.65 - 13 ppm GAS131LA Vinyl Chloride 4
Trichloroethane (1,1,1-Trichloroethane) 500 - 2000 ppm GAS135 1,1,1-Trichloroethane (MethylChloroform)  1/2

100 - 500 ppm GAS135 1,1,1-Trichloroethane (MethylChloroform) 1
200 - 900 ppm GAS135L 1,1,1-Trichloroethane (MethylChloroform)  1/2
20 - 200 ppm GAS135L 1,1,1-Trichloroethane (MethylChloroform) 1
6 - 20 ppm GAS135L 1,1,1-Trichloroethane (MethylChloroform) 2
0.06 - 1.2 %/vol. GAS171 Acetylene 1

Trichloroethane (1,1,2,2-Trichloroethane) 2 - 30 ppm GAS131L Vinyl Chloride 2
Trichloroethane (1,1,2-Trichloroethane) 200 - 750 ppm GAS135 1,1,1-Trichloroethane (MethylChloroform) 2
Trichloroethylene 1 - 2.5 %/vol. GAS132HH Trichloroethylene  1/2

0.05 - 1 %/vol. GAS132HH Trichloroethylene 1
500 - 1300 ppm GAS132HA Trichloroethylene  1/2
50 - 500 ppm GAS132HA Trichloroethylene 1
20 - 50 ppm GAS132HA Trichloroethylene 2
100 - 250 ppm GAS132M Trichloroethylene  1/2
5 - 100 ppm GAS132M Trichloroethylene 1
2 - 5 ppm GAS132M Trichloroethylene 2
25 - 70 ppm GAS132L Trichloroethylene  1/2
2 - 25 ppm GAS132L Trichloroethylene 1
1 - 2 ppm GAS132L Trichloroethylene 2
4 - 8.8 ppm GAS132LL Trichloroethylene  1/2
0.25 - 4 ppm GAS132LL Trichloroethylene 1
0.125 - 0.25 ppm GAS132LL Trichloroethylene 2

Trichloropropane (1,2,3-Trichloropropane) 36 - 360 ppm GAS135L 1,1,1-Trichloroethane (Methyl Chloroform) 4
Triethylamine 4.5 - 90 ppm GAS180 Amines 1

0.3 - 6 ppm GAS180L Amines 1
Trimethylamine 25 - 250 ppm GAS3M Ammonia 1

3.5 - 70 ppm GAS180 Amines 1
0.25 - 5 ppm GAS180L Amines 1

TriméthylBenzene 10 - 300 ppm GAS123 Xylene 2
Valeric Acid 0.38 - 15 ppm GAS81L Acetic Acid 1

Colorimetric tubes
Gas List: T/V

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes
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Vinyl Chloride 1 - 2 %/vol. GAS131 Vinyl Chloride  1/2
0.05 - 1 %/vol. GAS131 Vinyl Chloride 1
0.025 - 0.05 %/vol. GAS131 Vinyl Chloride 2
20 - 54 ppm GAS131LA Vinyl Chloride  1/2
1 - 20 ppm GAS131LA Vinyl Chloride 1
0.5 - 1 ppm GAS131LA Vinyl Chloride 2
0.25 - 0.5 ppm GAS131LA Vinyl Chloride 4
3 - 6.6 ppm GAS131L Vinyl Chloride 1
0.2 - 3 ppm GAS131L Vinyl Chloride 2
0.1 - 0.2 ppm GAS131L Vinyl Chloride 4
20 - 70 ppm GAS131LB Vinyl Chloride 1
1 - 20 ppm GAS131LB Vinyl Chloride 2
0.25 - 10 ppm GAS131LB Vinyl Chloride 4

Vinyle Acetate 100 - 250 ppm GAS143 Vinyle Acetate 1
10 - 100 ppm GAS143 Vinyle Acetate 2
5 - 10 ppm GAS143 Vinyle Acetate 4

Vinylidene Chloride 14 - 40.6 ppm GAS130L Vinylidene Chloride  1/2
1 - 14 mg/l GAS130L Vinylidene Chloride 1
0.4 - 1 ppm GAS130L Vinylidene Chloride 2

VinylStyrene 1 - 15 ppm GAS124L Styrene 3
Vinyltrimethoxysilane 2.5 - 40 ppm GAS113L Isopropyl Alcohol 2
Water Vapour 18 - 32 mg/l GAS6 Water Vapour  1/2

1 - 18 mg/l GAS6 Water Vapour 1
0.5 - 1 mg/l GAS6 Water Vapour 2
1 - 2 mg/l GAS6L Water Vapour  1/2
0.05 - 1 mg/l GAS6L Water Vapour 1
40 - 100 lb/mm CF GAS6LP Water Vapour Pipeline Dew Point Tube  1/2
3 - 40 lb/mm CF GAS6LP Water Vapour Pipeline Dew Point Tube 1
2 - 10 lb/mm CF GAS6LLP Water Vapour Pipeline Dew Point Tube 2

Xylene 200 - 625 ppm GAS123 Xylene  1/2
10 - 250 ppm GAS123 Xylene 1
5 - 10 ppm GAS123 Xylene 2
100 - 200 ppm GAS123L Xylene 1
2 - 100 ppm GAS123L Xylene 2
0.1 - 1.2 %/vol. GAS100A LPG 2
100 - 200 ppm GAS122L Toluene 1
4 - 100 ppm GAS122L Toluene 2
2 - 4 ppm GAS122L Toluene 4

Colorimetric tubes
Gas List: V/X

Gas - Vapor Measuring range
GasCode

Tube code + Tube name Nber of 
pump 

strokes

Gas sampling pump 
(with carrying case)

Réf. TUV100S
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The standard tube system measures substances at a specific 
moment in time, the Dosi-tube system however provides the 
level of exposure to a worker over an extended time period, such 
as a working shift, producing an average concentration of expo-
sure commonly known as a Time Weighted Average (TWA).

The TWA measurement system consists of Dosi-tubes and a 
tube holder. The tube and tube holder can be attached to the 
breathing zone of people within the work place or installed in 
work areas to act as an area monitor for a prolonged length of 
time (1 to 10 hours) to measure personal exposure and TWA 
values. Air diffuses passively through the tube and reacts, like 
the standard detector tube system, with the detecting reagent 
within the tube producing a stain.

INTRODUCTION

TWA (Time Weighted Average) measuring system
Light and compact, simple and direct measure

Dosi-tubes

e Write down the starting time of the 
measurement on an adhesive label 
included inside each box of Dosi-tubes and 
place the label on the tube.

r Insert the “G” marked end of the Dosi-
tube into the tube holder and break the 
tube end at the breaking line (A please see 
below). Remove the broken end from the 
Dosi-tube holder and dispose. 

t Insert the Dosi-tube fully into the tube 
holder

u Attach the tube holder with the Dosi-
tube to a shirt collar or within the breathing 
zone. Alternatively place it in an appro-
priate measuring point in the work place 
for area monitoring. 

i When the measurement is finished, 
write down the finishing time on the label 
and determine the actual sampling time i.e: 
sampling time = finishing time – starting 
time

o Obtain the average concentration (TWA 
value) by using the following formula:
TWA value (ppm) = Dosi-tube reading 
(ppm.hr) / Actual sampling time (hr)

MEASUREMENT PROCEDURE
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Dosi-tubes

Acetaldehyde 0.1 to 20 ppm GAS91D Formaldehyde
4 to 1200 ppm GAS151D Acetone
1.2 to 360 ppm GAS152D MEK Butanone

Acetic acid 0.5 to 100 ppm GAS81D Acetic acid
Acetic anhydride 0.3 to 60 ppm GAS81D Acetic acid
Acetone 5 to 1500 ppm GAS151D Acetone

1.4 to 420 ppm GAS152D MEK Butanone
Ammonia 2.5 to 1000 ppm GAS3D Ammonia

0.1 to 10 ppm GAS3DL Ammonia
Benzene 2.4 to 600 ppm GAS122DL Toluene
Butadiene (1,3-Butadiene) 1.3 to 200 ppm GAS174D 1,3-Butadiene
Carbon dioxide 0.02 to 12% GAS2D Carbon dioxide
Carbon monoxide 1.04 to 2000 ppm GAS1D Carbon monoxide

0.4 to 400 ppm GAS1DL Carbon monoxide
Chlorine 0.08 to 100 ppm GAS8D Chlorine

2.4 to 240 ppm GAS132D Trichloroethylene
Cumene 3.4 to 850 ppm GAS122DL Toluene
Dichloroethylene (1,2-DCE) 3.9 to 600 ppm GAS174D 1,3-Butadiene
Dichloroethylene (1,2-DCE) 6 to 600 ppm GAS132D Trichloroethylene
Dimethylamine 1.9 to 750 ppm GAS3D Ammonia
Dimethylethylamine (N,N-Dimethylethylamine 4 to 1600 ppm GAS3D Ammonia
Ethanol 100 to 25000 ppm GAS112D Ethanol
Ethyl benzene 2.8 to 700 ppm GAS122DL Toluene
Ethylene 1.56 to 240 ppm GAS174D 1,3-Butadiene
Formaldehyde 0.1 to 20 ppm GAS91D Formaldehyde
Formic acid 0.55 to 110 ppm GAS81D Acetic acid
Furfural 0.3 to 60 ppm GAS91D Formaldehyde
Hydrazine 1.6 to 650 ppm GAS3D Ammonia
Hydrogen chloride 1 to 100 ppm GAS14D Hydrogen chloride

1.8 to 180 ppm GAS132D Trichloroethylene
Hydrogen cyanide 1 to 200 ppm GAS12D Hydrogen cyanide
Hydrogen fluoride 2.5 to 250 ppm GAS14D Hydrogen chloride

1 to 100 ppm GAS17D Hydrogen floride
Hydrogen peroxide 0.5 to 40 ppm GAS32D Hydrogen peroxide
Hydrogen sulfide 0.2 à 200 ppm GAS4D Hydrogen sulfide
Isoprene 2.6 to 400 ppm GAS174D 1,3-Butadiene
MEK Butanone 2 to 600 ppm GAS152D MEK Butanone

0.125 to 25 ppm GAS91D Formaldehyde
6.5 to 1950 ppm GAS151D Acetone

Methyl Isobutyl Ketone (MIBK) 11.5 to 3450 ppm GAS151D Acetone
4 to 1200 ppm GAS152D MEK Butanone

Methylamine 0.19 to 19 ppm GAS3DL Ammonia
Nitric acid 0.8 to 80 ppm GAS14D Hydrogen chloride

0.32 to 32 ppm GAS17D Hydrogen fluoride
Nitrogen dioxide 0.1 to 30 ppm GAS9D Nitrogen dioxide

0.01 to 3 ppm GAS9DL Nitrogen dioxide
Styrene 26 to 6500 ppm GAS122DL Toluene
Sulphur dioxide 10 to 600 ppm GAS5DH Sulphur dioxide

0.2 to 100 ppm GAS5D Sulphur dioxide
Tetrachloroethylene 3 to 150 ppm GAS133D Tetrachloroethylene

1.5 to 150 ppm GAS132D Trichloroethylene
Toluene 2 to 500 ppm GAS122DL Toluene
Trichloroethylene 3 to 300 ppm GAS132D Trichloroethylene
Triethylamine 5.3 to 2100 ppm GAS3D Ammonia
Trimethylamine 0.23 to 23 ppm GAS3DL Ammonia
Vinyl chloride 1.56 to 240 ppm GAS174D 1,3-Butadiene
Xylene 3.4 to 850 ppm GAS122DL Toluene

Gas - Vapor Measuring range
GasCode

Tube code + Tube name

http://www.gas-detect.com
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Gas sampling pump

GSP-300

TECHNICAL FEATURES

INTRODUCTION

The GSP-300 automatic gas sampling pump is a very accurate 
latest generation sampling pump specially designed for conti-
nuous measures with colorimetric detector tubes.

Particularly adapted for the indoor air quality control (benzene, 
formaldehyde, toluene, xylene …) this very accurate system 
which requires no calibration or special training is an ideal and 
aconomic solution for the monitoring and the measure of the 
short term exposure limits and the time-weighted average limits 
of the gases in the atmosphere.

The LCD display can show real time flow rate, integrated flow 
rate and elapsed sampling time.

The automatic stop feature can be set to finish at either a prede-
termined amount of time or after a set amount of volume.

The enclosure is both splash and dustproof, and the 
pump can operate for up to 10 hours from 2 AA alka-
line batteries.

Also, for a greater accuracy of the measure, the auto-
matic sampling pump measures and corrects at 20°C 
(68°F) the temperature of the flow rate through the 
tube.

• Large LCD display for the reading and the pump setup
• Flow volume of 50-250mL/min can be set for the inserted tube
• Automatic correction of the flow (and the volume) at 20°C
• Automatic start enables sampling to begin after a preset time
• Automatic stop at preset time/volume
• �Compact and lightweight ; 10 hours continuous operation on 2 

AA batteries
• �Compatible with activated carbon and other solid-collecting 

detector tubes
• Dimensions : 80 x 40 x 140 mm
• Weight : 300 grammes avec pilles AA

Protective cover for detector tube [GSP300-14]
Enables the detector tube to be securely set up for measuring and 
helps to avoir possible injury to the user as well as damage to the 
detector tube itself. Available upon request.

Carrying case [GSP300-15]
Comes with convenient carrying belt.

Combined with the GSP-300 automatic 
sampling pump, the continuous detection 
tubes provide a simple and easy analysis 

of the indoor air quality for numerous 
toxic gases.

OPTIONAL ACCESSORIES
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Gas detected

Acetone	 CH3COCH3	 25-800 ppm	 GSP151TP

Benzene 	 C6H6	 250-3000 µg/m3	 GSP121P

Chlorine	 Cl2	 0.05-0.6 ppm	 GSP8TP

Dichlorobenzene	 C6H4Cl2	 100-3000 µg/m3	 GSP127P

Ethyl benzene	 C6H5C2H5	 110-2750 µg/m3	 GSP122P

Ethylene oxide	 C2H4O	 1-50 ppm	 GSP163TPM

			   0.1-5 ppm	 GSP163TP	

			   0.02-1.44 ppm	 GSP91P

Formaldehyde	 HCHO	 0.01-0.80 ppm	 GSP91PL

			   0.01-1.75 ppm	 GSP91TP

Hexane	 CH3(CH2)4CH3	 2-80 ppm	 GSP102TP

Hydrogen cyanide	 HCN	 0.3-9.0 ppm	 GSP12TP

Hydrogen fluoride	 HF	 0.05-9.0 ppm	 GSP17TP

Hydrogen sulphide	 H2S	 0.5-16.0 ppm	 GSP4TP

Isopropyl alcohol	 CH3CH(OH)CH3	 20-400 ppm	 GSP113TP

Methanol	 CH3OH	 20-300 ppm	 GSP111TP

Methyl ethyl ketone	 CH3COC2H5	 20-300 ppm	 GSP152TP

Nitrogen dioxide	 NO2	 0.02-0.2 ppm	 GSP9TP

Tetrachloroethylene	 Cl2C :CCl2	 20-720 µg/m3	 GSP133P

			   5-80 ppm	 GSP133TP

Toluene	 C6H5CH3	 100-7000 µg/m3	 GSP122P

			   2-80 ppm	 GSP122TP

Trichloroethylene	 Cl2C :CHCl	 20-1200 µg/m3	 GSP132P

			   1-33 ppm	 GSP132TP

Vinyl chloride	 CH2 :CHCl	 50-1500 µg/m3	 GSP131P

Xylene	 C6H4(CH3)2	 540-13500 µg/m3	 GSP122P

			   2-80 ppm	 GSP123TP

GAS or VAPOUR CHEMICAL FORMULA MEASURING RANGE CODIFICATION
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Pyrolyzer for colorimetric gas detector tubes

Pyrotec 840

In association with the Gastec GAS100S sampling pump, the 
Pyrotec 840 pyrolyzer will convert the fluorochlorocarbon gases 
(a good number of freons like R11, R12, R22, R112, R113, R114, 
R123, R124, R141B, R225…) and the halogenated hydrocarbons 
(Acetonitrile, Halothane, Methyl Chloride, Methylene Chloride, 
Dimethyl Sulphide) and some anaesthetic gases by thermally 
cracking them into a gas which can be easily measured.

The sample enters the Pyrotec tube - through the use of the 
GAS100S sampling pump - where it is thermally decomposed 
into substances that react chemically with the reagent to give 
the resultant colour change.

Now, fluorochlorocarbon gases, halogenated hydrocarbons, 
nitroparaffins, anesthetic gases and nitroparaffins are easy, 
precisely and cost-effectively measured by simply using a 
Pyrotec Tube with the Pyrotec Pyrolyzer.

Life of the filamet of the Pyrotec 840 pyrolyzer 
is about 1,000 times of 20 ppm Sulphuryl 
Fluoride measurement.

If high concentration of the gas is measured 
repeatedly, the filament will be short and 
pilot lamp of the Pyrotec pyrolyzer will be off, 
indicating the need to replace it.

	

• Measure : fast, accurate and easy on the spot
• Battery life : 2 continuous hours (Alkaline battery)
• Warming-up time : 2 minutes
• Operating temperature range : 0-40°C (32-104°F)
• Dimensions : 150mm (L) x 68mm (dia)
• Weight : 245 grams
• Power requirement : 4 pieces size « AA » dry cell batteries
• For use with the GAS100S sampling pump
• For use in safe area (non ATEX)
• CE marked and compliant with the european standrads (EN)

TECHNICAL FEATURES

INTRODUCTION
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Acetonitrile	 CH3CN	 3-180 ppm	 810-52
Dimethyl Disulphide	 (CH3)2S2	 0.3-6 ppm	 810-53
Dimethyl sulphide	 (CH3)2S	 0.15-10 ppm	 810-53
Enflurane	 CHClFCH2OCHF2	 100-1230 ppm	 810-51
	 		  25-145 ppm	 810-51
Halothane	 CF3CHBrCl	 800-6400 ppm	 810-51
			   240-960 ppm	 810-51
	 		  3-60 ppm ppm	 810-51
Methyl chloride	 CH3Cl	 12-480 ppm	 810-51
	 		  1.6-86.4 ppm	 810-51
Methylene chloride	 CH2Cl2	 1-54 ppm	 810-51
Nitro ethane	 CH3CH2NO2	 4-240 ppm	 810-52
Nitrogen dioxide	 NO2	 0.5-30 ppm	 810-52
Nitromethane	 CH3NO2	 5-300 ppm	 810-52
1-Nitropropane	 CH3CH2CH2NO2	 4.2-252 ppm	 810-52
2-Nitropropane	 (CH3)2CHNO2	 3.7-222 ppm	 810-52
R11	 CCl3F	 275-6600 ppm	 810-51
			   8-320 ppm	 810-51
	 		  0.8-43.2 ppm	 810-51
R12	 CCl2F2	 325-7800 ppm	 810-51
			   11-440 ppm	 810-51
	 		  1.8-97.2 ppm	 810-51
R22	 CHClF2	 1000-24000 ppm	 810-51
			   25-1000 ppm	 810-51
			   2.5-135 ppm	 810-51
R112	 CCl2FCCl2F	 125-3000 ppm	 810-51
			   7-280 ppm	 810-51
			   1-54 ppm	 810-51
R113	 CClF2CCl2F	 250-6000 ppm	 810-51
			   10-400 ppm	 810-51
	 		  1-54 ppm	 810-51
R113a	 CCl3CF3	 200-4800 ppm	 810-51
			   10-400 ppm	 810-51
	 		  0.8-43.2 ppm	 810-51
R114	 CClF2CClF2	 475-11400 ppm	 810-51
			   20-800 ppm	 810-51
	 		  1.8-97.2 ppm	 810-51
R123	 CHCl2CF3	 14-1600 ppm	 810-51
	 		  1.4-28 ppm	 810-51
R124	 CHClFCF3	 45-1800 ppm	 810-51
R141b	 CH3CCl2F	 10-1000 ppm	 810-51
	 		  1.1-22 ppm	 810-51
R225	      -	 20-800 ppm	 810-51
R225Ca + R225Cb 1:1	 CHCl2CF2CF3	 1.4-28 ppm	 810-51
Sulphuryl fluoride	 SO2F2	 1-20 ppm	 810-231

GAS CHEMICAL FORMULA MEASURING RANGE CODIFICATION
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Control and analyzis of the compressed breathing air quality
(Self-contained breathing apparatus, scuba tank…)

AIRTEC Tubes

INTRODUCTION

When self-contained breathing apparatus or other devices 
are used for respiratory protection, the quality of the brea-
thing air requires special attention. Contaminants entering the 
compressor or contaminants generated by the compressor can 
be harmful to the worker and the respiratory equipment.

Gastec Airtec Tube allows anyone to simply, quickly, and quan-
titatively measure the quality of their compressed breathing air. 
Easy to use, the Airtec tube is an accurate and precise method 
for detecting CO, CO2, Water vapour, Nitrogen oxides and Oil 
mist. Using Airtec tube direct reading vapour tubes, simply 
connect the pressure reducer to your high pressure air source, 
compressor, cylinder, or air line and adjust the flowmetre to the 
required setting.

The standard STD-300 kit including a 
flow regulator with manometer and 
the tube holder.
This unit requires a measurement of 
each gas to detect.
This unit is recommended if you need 
to detect only one or two gases.

Units available for the fitting of AIRTEC tubes 
on breathable air cylinders

The AIR-QUAL kit, a pelican case with flow 
regulator, manometer, control of the temperature 
and of the hygrometry and 5 locations to measure 
silmutaneously 5 gases (delivered with 5 tubes : 
2AG, 1A, 109AD, A and 6AG).
By experience, the control and the analyzis of 

the breathable air is faster and more convenient with the AIR-QUAL kit.
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